
NEW MILL

  

Nm. 1/15.000
100% Lana Merino Extrafine

SUPER SOFT
Nm. 2/15.000

100% Lana Merino Extrafine

SUPER SOFT

Stock service Stock service

Per campionature alcuni colori disponibili.
Colori non disponibili e colori a campione: quantità minima per colore Kg. 30 con supplemento

Per ordini: da Kg. 60 a Kg. 150 con supplemento, oltre 150 Kg senza supplemento.
Some colors ready for sampling.

Not available colors and special colors: for sampling orders minimum quantity per color Kgs. 30 with surcharge.
For bulk orders: minimum quantity from Kgs. 60 up to Kgs 150 with surcharge, over 150 Kgs without surcharge.

ALCUNI COLORI IN STOCK - SOME COLORS STOCK

Etere
Nm. 18.000 x 20.000

89% LANA MERINO EXTRAFINE 130’s
11% SOLVRONALCUNI COLORI IN STOCK

SOME COLORS STOCK

ON REQUEST
89% WV RWS

11% PVA 

Certificato da ICEA
RWS 2019-015
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1) We recommend no pre-ironing or streaming.
2)Primary washing procedure should be done in 35°/40°C water with neutral soap rinsing well toeliminate Solvrin which dissolved the first washing          
    procedure.
3) Second washing in 30°C water using neutral soap.
4) Additional treatment in cold or warm water with silicone cationic softener.
5)Tumble dry low.
Treatment should always becarried out on the reverse side of garments.
We suggest testing based on the knitting stitch, registration and treatment times to abtain consistent results.
For striped and jacquard knitwear please contact our technical dept.
The colour fastness is in accordance with the IWS Standard.
1)Waste percentage of 3% must be alloweddue to the yarn structure or dyeing irregularities.
2)Important: bedore knitting each dyelor please check carefully the first knitted swatches and in the case of some faulty yarn stop the knitting process
   and inform the technical department of NEW MILL s.p.a.
   Our company will accept only Kgs 5 of knitted yarn but not ready and finished garments.
3)It is necessary to do a preliminary washing to verify the shrinkage of the product.

Wash gently by hand, using neutral soap and softener. Dry delicately without wringing. You also have the possibility of dry cleaning.

1) Si raccomanda di non effettuare nessun tipo di pre-stiro o vaporizzo.
2) Primo lavaggio in acqua alla temperatura di 35°/40° con sapone neutro e successivo accurato risciacquo per eliminare completamente il Solvron
    discioltosi nell’acqua durante il lavaggio.
3) Secondo lavaggio in acqua a 30° con sapone neutro
4) Trattamento in acqua fredda o tiepida con ammorbidente siliconico cationico
5) Asciugatura in tumbler a bassa temperatura.
Effettuare il trattamento sempre con capi al rovescio.
Si consiglia di agire sulla fittezza della smacchinatura e sulla durata del trattamento per ottenere risultati più consoni alle vostre esigenze.
In caso di maglieria rigata o jacquard è consigliabile contattare l’ufficio tecnico.
Solidità colori a norma IWS.
1) Deve essere tollerato uno scarto del 3% per struttura del filato o irregolarità tintoriali.
2)Importante: all’inizio di ogni bagno controllare attentamente i primi teli smacchinati, e in caso di imperfezione del filato interrompere la smacchina             
   tura avvisando l’ufficio tecnico della NEW MILL s.p.a.
   La filatura riconoscerà solo Kg.5 di filo smacchinati e non capi finiti e confezionati.
3) È indispensabile effettuareun lavaggio preliminare per verificare il rientro del prodotto.

PRESTARE MOLTA ATTENZIONE ALLA FASE DI FOLLAGGIO E RIFINIZIONE DEL CAPO: 

PLEASE PAY SPECIAL ATTENTION TO THE FINISHING OF THE FINAL GARMENT:


