
Pannocchia

Nm. 2.050

34% COTONE ORGANICO – 33% LINO - 33% FIBRA POLIAMMIDICA

ITALIAN YARN
NEW MILL

COMPOSIZIONE: 34% COTONE ORGANICO – 33% LINO - 33% FIBRA POLIAMMIDICA   

IMPIEGO:

TRATTAMENTO INDUSTRIALE: Lavare delicatamente in acqua fredda (MAX 30°) con ammorbidente oppure a secco con solventi appropriati. In caso di maglieria 
rigata lavare a secco.

ATTENZIONI PARTICOLARI

TIPO DI NODI: manuali                                  NUMERO MEDIO DI NODI PER ROCCA: 4/5

VALORI MEDI DI PILLING: (BS 5811 ICI BOX-14.400) 4/5
TIPO DI TINTURA: MATASSE 
BAGNI OTTIMALI (KG):
  

SOLIDITA’ (valori medi):
In acqua 30°C: ¾  A secco: 4 Luce: 4 
Per toni chiari e bianco la solidità alla luce si abbassa di circa un punto.
I valori sopra indicati si riferiscono ai colori della cartella; per le solidità dei colori a campione 

NORMATIVE E CAPITOLATI
IL FILATO È PRODOTTO IN CONFORMITÀ CON IL REGOLAMENTO EUROPEO “REACH” PER RICHIESTE DI CONFORMITÀ AD ALTRI CAPITOLATI 
O LEGGI SI PREGA DI FARNE SPECIFICA RICHIESTA AL MOMENTO DELL’ORDINE, AFFINCHÉ POSSIAMO VALUTARNE FATTIBILITÀ E COSTI.

CONTENT: 34% ORGANIC COTTON – 33% LINEN - 33% POLYAMIDE FIBRE  

APPLICATION:  Machine gauge “3” – “2,5”one ply. 

INDUSTRIAL TREATMENT:
Wash gently in cold water (MAX 30°C) with softener or you may also have the possibility of a dry cleaning using appropriate solvents; in case of striped knitwear: dry 
cleaning.

PARTICULAR CARES:

to verify the shrinkage of the product. We do not recommend to re-wax the yarn, since this operation can compromise the quality of the product in case it is not properly 
done. In case a new re-waxing of the yarn is absolutely necessary, please contact our technical department. During the knitting of the yarn, a physiological waste of 
6/7% must be considered as for all fancy yarns. Due to the particular technique used to realize this yarn (ladder effect), when knitting it, faceting effects can be seen 
and they have to be considered as physiological feature of this yarn. A higher tolerance between dye -lots of the same color has to be taken into consideration due to the 
particular characteristic of the yarn. 
 
KNOTS TYPE: HAND  NUMBER OF KNOTS PER CONE: 4/5

PILLING MEDIUM FIGURES (BS 5811 ICI BOX – 14.400 revolutions): 4/5
DYEING METHOD: HANK DYED
IDEAL KETTLE SIZES (KG): Please contact our commercial department 
                      Kettle sizes with surcharges (kg): Please contact our commercial department 
 
FASTNESS:  
Water 30°C: ¾         Dry: 4    Light: 4
 For light tones and color white, light fastness is one point lower. 

’s own colours fastness values.

REGULATIONS AND LAWS
THIS YARN IS PRODUCED IN ACCORDANCE TO THE EUROPEAN REGULATION “REACH”. WHEN THE CONFORMITY TO OTHER REGULATIONS OR 
LAWS IS REQUIRED, WE KINDLY ASK OUR CUSTOMERS TO SPECIFY THE REQUEST AT THE MOMENT OF THE ORDER, TO LET US EVALUATE THE 
FEASIBILITY AND RELATIVE COSTS.

ISTRUZIONI DI MANUTENZIONE:
CARE SYMBOLS:  

PER MAGLIERIA RIGATA
FOR STRIPED KNITWEAR

PER MAGLIERIA UNITA
FOR SOLID KNITWEAR


